MAUSER

Excellence in Industrial Packaging Solutions

Product Datasheet

description: ER GLO 2,5L nat 190g UN 252/CP1 STAUBK. S45x4
product group: Square Chemical Bottle year: 2005
Mauser product no.: DE03020110 revision: 2014-02-06
customer item no.: | | page: 1/2
DIMENSIONS
A: 282.00 mm
= B: 144.00 mm
C: 127.00 mm
D: 127.00 mm
E: A
TOLERANCE
r A: +/- 3 mm
B A B: A
i C: +/- 1.5 mm
':._: D: +/- 1.5 mm
E: J.
WEIGHT
weight (body piw): 0.20 kg
VOLUME
nominal volume [l]: 250L
DRAWING NUMBER
Mauser drawing no.: 2009_9d
drawing date: J.

Mauser-Werke GmbH
Wilhelm-Weber-Stralle 6 D-21079 Hamburg Germany
Phone: +49 (0) 4076733238 Fax: +49 (0) 4076733267

Info.de@mausergroup.com
http://www.mausergroup.com
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LABELING
embossing/label/printing: .
label: customer spec no.:
MODEL / COMPONENTS / ACCESSORIES
basic colors: natural / none colour type: natural
quality and/or functionality: . narrow neck typ: DIN 45 E Orig.
wide neck typ: A wide neck typ 2: A.
number of layers / view stripe: Monolayer screw cap / dust cap: dust cap

SHIPPING UNIT

palletizing:

pieces per pallet:
number of Interlayers:

Strechfoil & PE Film
Cover

216
4

pallet type:

outer packaging:
type of Interlayer:

CP 2 heat treated
(800x1200mm)

.
cardboard

STANDARD FILLING PRODUCTS

approval category: X
approval pressure: 250 kPa
max. vapour max. vapour
pressure pressure
at 50C at 55C
solid: A. A.
water: 200.0 233.0
acetic acid: 200.0 233.0
wetting solution: 200.0 233.0
white spirit: 171.0 200.0
n-butyl acetate: 171.0 200.0
nitric acid 55%: 171.0 200.0

approval density:

density PG |
A
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A
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approval: UN 1H1/X1.3 Y1.9 Z1.9/250/../D/BAM 11239-M3

up to 1,4 g/lcm3
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